
                                                                            

 

Intact supplies brushless, rotary current, synchronous servo motors with three phase windings for demanding servo applica�ons. 
These motors have permanent magnets in the rotor. The neodymium magnet material and the low iner�al moment contribute 
significantly in making these motors highly dynamic and allow them to have a very high specific power, low cogging, bearing high 
overload without any risk of demagne�za�on. The robust, compact motors with high power density are available in various sizes 
and fine gradua�ons, whereby customiza�on is possible. Motors are available in a wide range of torques. 

Features :  

 High precision and mo�on quality 
 Low cogging torque and smooth opera�on.  
 Compact dimensions and robustness 
 High dynamic performance 
 Winding: three-phase with Y connec�on without accessible neutral wire 
 Temperature sensors in the stator windings for monitoring the 

temperature 
 Winding insula�on of coils: class H  
 Thermal dimensioning: class F (∆Tmax=105K) 
 Protec�on degree: IP54 
 Feedback device: two poles resolver 
 Balancing degree: G 2.5 according to ISO 1940  
 Bearings: lubricated for life 
 Flange: IM B5 
 Thermal protec�on: thermal cutout with normally closed contact. 
 Running posi�on: Any 

 
Options:  
 

 High voltage (600 Vdc Brushless Servo Motor) available 
 Fi�ed key  
 Op�onal holding brake 
 Sha� seal (IP67) 
 water-cooled flange 
 Rotatable plug 
 Various sensor systems  
 Feedback device: digital encoder + Hall sensors, SinCos encoder, 

absolute encoder 
 Protec�on degree: IP65 (motor without self-ven�la�on) 
 Movable MIL connector for power and signal IP54 or IP65 
 Holding brake 
 Sha� without key 
 Flange: IM B3, IM B35 
 Terminal board with power terminal block  
 Terminal board rota�ng 90°, 180°, 270° 
 Oil seal (it is assembled only when the coupling is oil-bath lubricated) 
 Oil exhaust for direct gearbox coupling 

 

 

 

  

 

 

SERVO MOTORS



 

 

 

Main characteristics: 

Motor Type: Permanent magnet synchronous brushless AC servo motor 

supported Rotor Design: Rotor with concentrated-flux rare earth magnets 

Rated Voltage:  Single phase (120/240 V) and three-phase voltages (400/480 V) 

Max. Speed:  Up to 10,000 rpm 

No. of Poles: 6, 8, 10 

Mounting: Flange with smooth holes 

Shaft End: Plain keyed shaft / Plain smooth shaft (option) 

Cooling: Natural Convection / Forced Ventilation / Water Cooled 

Connection: Connectors / Flying Cables / Terminal Box 

Insulation Classification: Class F or H 

Ingress protection:

 IP-54 

IP44 / IP54 / IP-65 

Altitude: Below 1000 meters 

Reference conditions: Ambient temperature +40°C 

Operating Temp. : -15℃~+65℃ 

Humidity: Relative humidity below 85% 

 

Applications: 

 Machine-tools axis 

 Packaging machinery 

 Injection Moulding machine 

 Robot applications 

 Printing Machine 

 Transportation 

 Rotary Cutter 

 Feeding & Cutting System 

 Textile machine 

 Winding machine 

 Special machinery 

 

Other Types of AC Servo Motors that we can Supply: 

 AC Induction Servo Motors 

  

 

 

 

 

 

 

 


