
Specifications
Open construction, Protection index IP-00
Vacuum-pressure impregnation with thermosetting polyster resin
Temperature class insulating materials : B
Insulation class : F
Max. ambiebt temperature : 50 C

Electrical protection class : I
Insulation between PRI and SEC ( for V < 450V ) : 4.8KV
Frequency : 50/60Hz
Terminals : Screw terminal ( Imax 30A )

Note :  Tolerance on the given dimension 1mm
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Model. No. Power
      (H)     (W)   (D)

Overall Dimensions (mm) Total Wt.
Kg.

IT3-10 10 110 120 60 1.5

IT3-25 25 110 120 60 1.6

IT3-50 50 110 120 60 1.7

IT3-75 75 110 120 70 2.1

IT3-100 100 135 150 90 3.2

IT3-125 125 135 150 90 3.4

IT3-150 150 135 150 90 4.4

IT3-200 200 135 150 90 4.6

( VA )

Standerd Voltages ( In vector group Dyn11 - Dd0 - Yyn0 ):   
Primary :          200-208-220-230-240-250-280-320-380-400-415-440-460-480-500-600-660-690V
Secondary :         100-110-120-200-220-230-240-380-400-415-440-480-500-600-660-690V

      (A)     (B)   (F)

100 43 6x10

100 43 6x10

100 43 6x10
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125 55 8x14
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No-Load
 Losses

Short-circuit
   voltage Efficiency

   W %
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2 15.0

4 12.0

5 12.0

6 11.0

6 9.8

7 9.8

7 8.6

8 8.5

%

Accuracy Class-1, 0.5/3P
o

Three Phase Voltage Transformers


